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2-pole voltage tester
• �Automatic testing, identification and display of voltage 

type (AC or DC) and polarity
• �Concisely arranged LED display
• �Phase testing relative to earth
• �Polarity testing
• �Continuity and semiconductor testing
• �Touch protection because of high input resistance
• �Large voltage range

Technical data

Nominal voltage 
Input resistance, voltage
Peak voltage resistance
Frequency range, min.
Measuring range category
Display
Operating temperature, min.
Protection degree
Approvals
Weight
Note

Ordering data
Version

Note

LSP 3 - 400 V
2-pole voltage tester

• �No battery - maintenance-free and eco-friendly
• �Surge-proof up to 12 kV
• �Phase sequence indicator
• �High-performance solar cell combined with rechargeable 

lithium battery

LSP 3 - 400V
12 V AC/DC...400 V AC/DC 

12 kV
0...2000 Hz
CAT IV
LED
-10...55 °C
IP 65
EN/IEC 61243-3 :2010-10 (VDE 0682 Part 401)
170 g

Type Qty. Order No.
LSP 3 - 400V 1 9205050000

LSP 3 - 690 V
2-pole voltage tester

• �No battery - maintenance-free and eco-friendly
• �Surge-proof up to 12 kV
• �Phase sequence indicator
• �High-performance solar cell combined with rechargeable 

lithium battery

LSP 3 - 690V
24 V AC/DC...690 V AC/DC 

12 kV
0...2000 Hz
CAT IV
LED
-10...55 °C
IP 65
EN/IEC 61243-3 (VDE 0682 Part 401)
170 g

Type Qty. Order No.
LSP 3 - 690V 1 9205060000
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2-pole voltage tester


