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•  Polypropylene conical entry funnel
•  Heat-resistant up to 105 °C
•  The entry funnel can also be manufactured from a non-flammable material on request

For conductors from 0.14-150 mm² (AWG 26-300MCM)
Material E-Cu, electro-galvanised
Dimensional tolerance acc. to DIN 46228 Part 4
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Weidmüller colour code
Strips of linked wire-end ferrules

Weidmüller colour code
Reel of linked wire-end ferrules
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Wire-end ferrules with plastic collars

Type Ø mm² AWG L1 L2 D1 D2 S1 S2 Stripping length  Colour Qty. Order No.
H0.5/14 0.5 AWG 20 14.00 8 1 2.6 0.15 0.25 10 ●  Orange 500 9004270000
H0.75/14 0.75 AWG 18 14.00 8 1.2 2.8 0.15 0.25 10 ❍  White 500 9004290000
H1.0/14 1 AWG 17 14.00 8 1.4 3 0.15 0.25 10 ●  Yellow 500 9004320000
H1.5/14 1.5 AWG 16 14.00 8 1.7 3.2 0.15 0.25 10 ●  Red 500 9004340000
H2.5/14D 2.5 AWG 14 14.00 8 2.5 4 0.15 0.25 11 ●  Blue 500 9004360000

Type Ø mm² AWG L1 L2 D1 D2 S1 S2 Stripping length  Colour Qty. Order No.
H0.34/12 0.34 AWG 22 12.00 8 0.8 2 0.15 0.25 10 ●  Turquoise 5000 9004390000
H0.5/14 0.5 AWG 20 14.00 8 1 2.6 0.15 0.25 10 ●  Orange 5000 9005810000
H0.75/14 0.75 AWG 18 14.00 8 1.2 2.8 0.15 0.25 10 ❍  White 5000 9005820000
H1.0/14 1 AWG 17 14.00 8 1.4 3 0.15 0.25 10 ●  Yellow 5000 9005830000
H1.5/14 1.5 AWG 16 14.00 8 1.7 3.2 0.15 0.25 10 ●  Red 5000 9005840000
H2.5/14D 2.5 AWG 14 14.00 8 2.2 4 0.15 0.25 10 ●  Blue 3000 9005850000


